IDAHO TRANSPORTATION DEPARTMENT

COMMERCIAL VEHICLE BY LANE REPORT - From2004 Permanent Weigh-In-Motion Data
District 1 - Samuels - US95 - 1 Mi. N. of Pack River Bridge
Wednesday 1 September Thru Thursday 30 September 2004

Total Commercial Traffic - All Lanes Included

Commercial Vehicle Direction of Travel

North Bound South Bound

Lane Lane Average Lane Lane Average Total Average
Commercial Vehicle Type Count % GVW Count % GVW Count | Type % GVW
SNGL UNIT TRK: 2 axles 1490 17.07 16744 1644 17.98 16264 3134 17.54 16493
SNGL UNIT TRK: 3 axles 1827 20.93 43463 1852 20.25 35900 3679 20.59 39656
SNGL UNIT TRK: 4 axles or more 140 1.60 58234 87 0.95 59418 227 1.27 58688
TRK W/SNGL TRLR: 4 axles or less 375 4.30 33765 421 4.60 28046 796 4.45 30740
TRK W/SNGL TRLR: 5 axles 2636 30.20 70337 2569 28.09 66758 5205 29.12 68570
TRK w/SNGL TRLR: 6 axles 1013 | 11.61 59129 760 8.31 68965 1773 9.92 63345
TRK w/SNGL TRLR: 7 axles or more 717 8.21 103465 1290 14.11 102451 2007 11.23 102813
TRK w/2 TRLRS: 5 axles or less 17 0.19 69682 18 0.20 61417 35 0.20 65431
TRK w/2 TRLRS: 6 axles 61 0.70 71621 63 0.69 65789 124 0.69 68658
TRK w/2 TRLRS: 7 axles 284 3.25 102734 292 3.19 75245 576 3.22 88799
TRK w/2 TRLRS: 8 axles or more 144 1.65 120624 125 1.37 91621 269 1.51 107147
TRK w/3 TRLRS: 7 axles 19 0.22 120111 21 0.23 54400 40 0.22 85613
TRK w/3 TRLRS: 8 axles or more 5 0.06 104440 2 0.02 123350 7 0.04 109843
Total Commercial by Lane 8728 48.84 57237 9144 51.16 55374 17872 100.00 56284
Total Commercial by Direction 8728 | 48.84 57237 9144 | 51.16 55374




